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SP PV Roof Tile 6“ Mono Crystalline (c-Si) 8 Cells 6“ Mono Crystalline (c-Si) 8 Cells

Mechanical Specifications

Width: 725 mm 725 mm

Height: 400 mm 400 mm

Covered Width: 700 mm 700 mm

Covered Height max.: 370 mm 370 mm

Covered Height min.: 345 mm 345 mm

Overlap min.: 30 mm 30 mm

Overlap max.: 55 mm 55 mm

Covered Area max.: 0,259 m2 0,259 m2

Covered Area min.: 0,242 m2 0,242 m2 

Weight: 7,7 kg 7,7 kg

Electrical Data under Test Conditions (STC)

Nominal Peak Power Pmpp 37 Wp/pcs. 35 Wp/pcs.

Open-Circuit Voltage Voc 5,34 V 5,34 V

Short Circuit Current Isc 8,71 A 8,27 A

Voltage at Nominal Power Vmpp 4,49 V 4,49 V

Current at Nominal Power Impp 8,20 A 7,79 A 

STC: 1000 W/m², AM 1.5 and a cell temperature of 25 °C, stabilized module state.

Junction Box

Protection Class IP65 IP65

Operating Module Temperature -40…+85 °C -40…+85 °C

Limits

Maximum System Voltage 1000 V 1000 V

Operating Module Temperature -40…+85 °C -40…+85 °C

Temperature Coefficients

Temperature Coefficient of Pmpp -0,38 %/°C -0,38 %/°C

Temperature Coefficient of Voc -0,29 %/°C -0,29 %/°C

Temperature Coefficient of Isc +0,04 %/°C +0,04 %/°C

Surface Finishes & Colors

Finishes | Front Glass Glossy Low Iron Matt Acid Etch 

Color Black Black
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SP PV Roof Tile 6“ Mono Crystalline (c-Si) 4 Cells 6“ Mono Crystalline (c-Si) 4 Cells

Mechanical Specifications

Width: 406 mm 406 mm

Height: 400 mm 400 mm

Covered Width: 380 mm 380 mm

Covered Height max.: 370 mm 370 mm

Covered Height min.: 345 mm 345 mm

Overlap min.: 30 mm 30 mm

Overlap max: 55 mm 55 mm

Covered Area max.: 0,141 m2 0,141 m2

Covered Area min.: : 0,131 m2 0,131 m2

Weight: 4,4 kg 4,4 kg

Electrical Data under Test Conditions (STC)

Nominal Peak Power Pmpp 18 Wp/pcs. 17 Wp/pcs.

Open-Circuit Voltage Voc 2,67 V 2,67 V

Short Circuit Current Isc 8,71 A 8,27 A

Voltage at Nominal Power Vmpp 2,24 V 2,24 V

Current at Nominal Power Impp 8,20 A 7,79 A 

STC: 1000 W/m², AM 1.5 and a cell temperature of 25 °C, stabilized module state.

Junction Box

Protection Class IP65 IP65

Operating Module Temperature -40…+85 °C -40…+85 °C

Limits

Maximum System Voltage 1000 V 1000 V

Operating Module Temperature -40…+85 °C -40…+85 °C

Temperature Coefficients

Temperature Coefficient of Pmpp -0,38 %/°C -0,38 %/°C

Temperature Coefficient of Voc -0,29 %/°C -0,29 %/°C

Temperature Coefficient of Isc +0,04 %/°C +0,04 %/°C

Surface Finishes & Colors

Finishes | Front Glass Glossy Low Iron Matt Acid Etch 

Color Black Black
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SP PV Roof Tile 6“ Poly Crystalline (c-Si) 8 Cells 6“ Poly Crystalline (c-Si) 8 Cells

Mechanical Specifications

Width: 725 mm 725 mm

Height: 400 mm 400 mm

Covered Width: 700 mm 700 mm

Covered Height max.: 370 mm 370 mm

Covered Height min.: 345 mm 345 mm

Overlap min.: 30 mm 30 mm

Overlap max.: 55 mm 55 mm

Covered Area max.: 0,259 m2 0,259 m2

Covered Area min.: 0,242 m2 0,242 m2 

Weight: 7,7 kg 7,7 kg

Electrical Data under Test Conditions (STC)

Nominal Peak Power Pmpp 30 Wp/pcs. 29 Wp/pcs.

Open-Circuit Voltage Voc 4,88 V 4,88 V

Short Circuit Current Isc 8,01 A 7,61 A

Voltage at Nominal Power Vmpp 4,02 V 4,02 V

Current at Nominal Power Impp 7,48 A 7,11 A 

STC: 1000 W/m², AM 1.5 and a cell temperature of 25 °C, stabilized module state.

Junction Box

Protection Class IP65 IP65

Operating Module Temperature -40…+85 °C -40…+85 °C

Limits

Maximum System Voltage 1000 V 1000 V

Operating Module Temperature -40…+85 °C -40…+85 °C

Temperature Coefficients

Temperature Coefficient of Pmpp -0,40 %/°C -0,40 %/°C

Temperature Coefficient of Voc -0,35 %/°C -0,35 %/°C

Temperature Coefficient of Isc +0,05 %/°C +0,05 %/°C

Surface Finishes & Colors

Finishes | Front Glass Glossy Low Iron Matt Acid Etch

Color

POLY 
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SP PV Roof Tile 6“ Poly Crystalline (c-Si) 4 Cells 6“ Poly Crystalline (c-Si) 4 Cells

Mechanical Specifications

Width: 406 mm 406 mm

Height: 400 mm 400 mm

Covered Width: 380 mm 380 mm

Covered Height max.: 370 mm 370 mm

Covered Height min.: 345 mm 345 mm

Overlap min.: 30 mm 30 mm

Overlap max.: 55 mm 55 mm

Covered Area max.: 0,141 m2 0,141 m2

Covered Area min.: 0,131 m2 0,131 m2

Weight: 4,4 kg 4,4 kg

Electrical Data under Test Conditions (STC)

Nominal Peak Power Pmpp 15 Wp/pcs. 14 Wp/pcs.

Open-Circuit Voltage Voc 2,44 V 2,44 V

Short Circuit Current Isc 8,01 A 7,61 A

Voltage at Nominal Power Vmpp 2,01  V 2,01 V

Current at Nominal Power Impp 7,48 A 7,11 A 

STC: 1000 W/m², AM 1.5 and a cell temperature of 25 °C, stabilized module state.

Junction Box

Protection Class IP65 IP65

Operating Module Temperature -40…+85 °C -40…+85 °C

Limits

Maximum System Voltage 1000 V 1000 V

Operating Module Temperature -40…+85 °C -40…+85 °C

Temperature Coefficients

Temperature Coefficient of Pmpp -0,40 %/°C -0,40 %/°C

Temperature Coefficient of Voc -0,35 %/°C -0,35 %/°C

Temperature Coefficient of Isc +0,05 %/°C +0,05 %/°C

Surface Finishes & Colors

Finishes | Front Glass Glossy Low Iron Matt Acid Etch 

Color

POLY 
CRYSTALLINE
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INSTALLATION
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Roof Tiles Mounting max. Overlap: 55 mm

Roof Tiles Mounting min. Overlap:  30 mm
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PV Glass Configuaration

INSTALLATION

Dimension Structur 

4 mm Tempered Glass Low-Iron

6“ Poly Crystalline Solar Cells (Color)

6 mm Tempered Glass

0,90 mm EVA Foils

Storm Proof System 

SAFE | WALKABLE | WEATHERPROOF | DURABLE
Innovative technology traditionally applied.
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UTILIZATION

SAFE | WALKABLE | WEATHERPROOF | DURABLE
Innovative technology traditionally applied.
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